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Wright Twin Hook High Speed Hoist 
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In the Wright Twin Hook Hoist, regular High Speed hoisting mechanisms are rigidly connected, so that one hand 
chain operates the two load chains simultaneously thus allowing one man to lift the load evenly. 

The Twin Hook Hoist is especially suited for lifting and holding truck bodies for loading and unloading, while the 
chassis is being utilized for other work; and for handling ash buckets, drying and storage racks, lumber and other long 
pieces. 

List Prices and Information 


Capacity 

in 

Tons 

Center Distance 

between Hooks 

Reg. 

Lift 

in 

Feet 

Extra 
Lift 
Price 
per ft. 

Hand 
Chain 
Overhaul 
per ft. 
Lift 

Hand 
Chain 
Pull in 
Pounds 

Net 

Weight 

4' 

Centers 

Minimum 

Distance 

Between 

Hooks 

In Inches 

3 feet 

4 feet 

5 feet 

6 feet 

7 feet 

8 feet 


$165.00 

$165.00 

$168.00 

$171.00 

$174.00 

$177.00 

8 

$ 2.60 

10' 

61 

129 

12 

V 2 

165.00 

165.00 

168.00 

171.00 

174.00 

177.00 

8 

2.60 

20 

61 

129 

12 

1 

220.00 

220.00 

223.00 

226.00 

229.00 

232.00 

8 

2.80 

31 

83 

208 

15H 


286.00 

286.00 

289.00 

292.00 

295.00 

298.00 

8 

3.00 

35 

111 

340 

17 

2 

330.00 

330.00 

333.00 

336.00 

339.00 

342.00 

9 

3.20 

42 

121 

530 

21 

3t 

440.00 

450.00 

460.00 

470.00 

480.00 

490.00 

10 

5.00 

70 

115 

580 

29H 

4 

500.00 

510.00 

520.00 

530.00 

540.00 

550.00 

10 

5.40 

84 

127 

740 

34 

5 

600.00 

610.00 

620.00 

630.00 

640.00 

650.00 

12 

7.60 

126 

112 

925 

38 

6 

700.00 

710.00 

720.00 

730.00 

740.00 

750.00 

12 

7.60 

126 

132 

925 

38}i 

8 

820.00 

830.00 

840.00 

850.00 

860.00 

870.00 

12 

9.80 

168 

145 

1035 

44 

10 

900.00 

910.00 

920.00 

930.00 

940.00 

950.00 

12 

12.00 

210 

145 

1080 

491 ^ 


t3 tons and larger have bottom sheaves. 


Discount. 


Each “Wright** HOIST is subjected to a test of S0% above its rated capacity 


38S 























































